
ID07 IMPACT DRILL 

 
The ID07 is Stanley's lightest and most compact hydraulic impact wrench. Its maximum torque output 
of up to 450 ft lbs [600 NM] gives the ID07 more than enough power to drill through the toughest salt 
cured or creosoted wood. The ID07 is the ideal tool for nut and bolt driving, anchor setting, wood 
angering and drilling.  

Stanley incorporates a rugged swing hammer mechanism and many other features not found in any other 
hydraulic impact wrench. The hammer case is machined steel for rigidity and an "O" ring seal at the 
housing eliminates grease leaks. Thrust bearings at the front and rear of the mechanism carry loads 
generated when drilling in hard material and provide delivery of more power to the drill bit. Heavy duty 
bushings and a heavy duty hammer frame make the mechanism resistant to side loads that can damage 
other impact mechanisms. Heavy duty wiper seals are used to seal the reversing spool shaft to prevent 
contamination from entering the wrench. To guarantee long and reliable service, the ID07 features a 
built in reverse check valve to prevent wrench operations if the hydraulic circuit is reversed plumbed. 
Two large detent balls and heavy duty springs are use in the 7/16 inch quick change adapter for positive 
socket and bit retention, even when pulling the wrench while angering.  

The ID07 comes standard with a 1/2 inch square drive but is field upgradeable to a 7/16 inch hex quick 
change anvil. It is designed to run off a HTMA type II hydraulic circuit. Designed for heavy duty 
operations, the ID07 can be used by divers in any position. 

SPECIFICATIONS 

ITEM U.S.A. METRIC 

OUTPUT CAPACITY 1/2 in. Square Drive 

TORQUE 400 ft. lb. 540 nm 



INPUT FLOW RANGE 4-12 gpm 15-45 lpm 

OPTIMUM FLOW 4-9 gpm 15-34 lpm 

INPUT PRESSURE 750-2000 psi 50-140 bar 

WEIGHT 7.7 lbs 3.5 kg 

LENGTH 9 in. 22.9 cm 

WIDTH 4.5 in 11.4 cm 

MOTOR Stanley Hyrevz Gear 

PORTING 8 SAE O-Ring 

CONNECTOR 3/8 in. Male Pipe Adaptor 

 

MODEL NUMBERS  
ID07920 Underwater Impact Wrench, 1/2 in. Square Drive 
  

ACCESSORIES  
   
PART NUMBER  DESCRIPTION  
05127  1/2 in. Square Female x 7/16 in. Square Male Adapter  
05079  1/2 in. Square Drive to 7/16 in. Quick Change Chuck  
07192  1/2 in. Square Drive to 5/8 in. Hex Quick Change Adapter  
      

1/2" SQUARE DRIVE DOUBLE SQUARE 8 POINT DEEP LENGTH SOCKET 
PART NUMBER  

05108  1/2 in.  
05109  9/16 in  
05110  5/8 in  
05111  11/16 in  
05112  3/4 in  
05113  13/16 in  
05114  7/8 in  



05115  15/16 in  
05116  1 in  
21755  Complete set of above sizes  
 

TEST EQUIPMENT  
PART NUMBER  DESCRIPTION  
3189  20 gpm/75 lmp Flowmeter 
4182 Flow/Pressure Tester 

 
 

For more information, please contact: 
 
Trim Systems Pte Ltd 
74 Kian Teck Road 
Singapore 628800 
 
Tel: 65-62664566 
Fax: 65-62665157 
E-mail: trimly@singnet.com.sg 
 


